URINAL FLUSH VALVE

AQRE430 | 2000065949
ARTICLE GROUP (AG) : AQRE430 | ARTICLE FAMILY (AF) : Electronic urinal flushing systems | PRODUCT GROUP (PG) :
Flushing systems | MODELRANGE : AQUA

PROTRONIC battery-operated opto-electronically controlled urinal flush valve DN 15 for surface installation with lockable water
quantity regulator with dirt strainer and urinal connector, flush pipe and rosette, polished chromium-plated brass, 6 V battery.

TECHNICAL DATA
Calculation Flow Rate Cold Water

0.30 liter per seconds

Default Automatic Hygiene Flushing 24H-AFTER-ACTIVITY
Gross Weight 2.06 kg

Diameter Nominal DN-15-1-2INH

Material Fitting BRASS

Maximum Flow Pressure 4.00 bar

Maximum Flushing Flow

0.70 liter per seconds

Maximum Flush Water Volume

4.001

Minimum Flow Pressure

1.00 bar

Minimum Flushing Flow

0.30 liter per seconds

Minimum Flush Water Volume

2.001

Net Weight 1.77 kg

Power Supply Connection BATTERY-6-V
Protective System Ip 65

Protective Shutdown YES

Sound Insulation NO

Surface Finish Fitting CHROMISED
Surface Material CHROME

Type Of Fitting

SURFACE-INSTALLATION

Type Of Mounting

WALL-MOUNTING

Type Of Operation

SENSOR-OPERATION

Type Of Sensor

OPTO-ELEC-SENSOR
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ACCESSORIES

REMOTE CONTROL UNIT

2000101087
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